LSW900/LVW900/LVW700/LVS301

Software Release Note


Last updated: 2011/10/26 (Ver.  x.x.x.1110260)
	Ver. x.x.x.1110260 (2011.10.26) – IPv6 Support


1. HTTP API Updated. (2 way audio & HTTP Post included)

2. ActiveX Updated. (Full Screen view added and bug fixed)

3. ONVIF Implementation Updated (Event/PTZ)

4. Bug fix for connecting Milestone VMS. (Fix the disconnection problem after initial 45 sec.)

5. Bug fix for Streaming slave channel
6. Fast-CGI adapted to Soap Daemon.

7. IPv6 Support

8. Sensor Triggered Streaming added.

9. SNMP v.1/2/3 Support
	Ver. x.x.x.1105060 (2011.05.06) – bug fix on 1103241


1. Turn off http tunneling for fixing web server connection issue
	Ver. x.x.x.1103241 (2011.03.24) – added ONVIF & PSIA Protocol


1. ONVIF Web Service protocol added

2. PSIA Web Service protocol added

3. Fixed issues for Video and Audio

4. Fixed issue for ActiveX crash.

5. CBR low limit was changed to 256kbps

	Ver. x.x.x.1010110 (2010.10.11) – officially released version


1. Fixed some issue for Chinese

	Ver. x.x.x.1009260 (2010.09.26) – add ActiveX and Chinese, remove Recording


1. Web Viewer is changed to ActiveX from java applet

2. Remove the recording feature from camera.

3. Added Chinese to web client

	Ver. x.x.x.100714 (2010.07.14) – officially released version


1. 30 days after, the camera system was die. This problem is fixed.

2. Rollback the source code before when it is modified the prevent result.

	Ver. x.x.x.100317 (2010.03.17) – officially released version


1. Added motion detection feature
	Ver. x.x.x.091006 (2009.10.06) – officially released version


1. Fixed CIFS connection issue

  - after connection created with NAS using CIFS, when applications are restart, the CIFS connection is not disconnect with successfully.

	Ver. x.x.x.090914 (2009.09.14) – officially released version








